SOLID LINES INDICATE TERMINAL
SECTICON FOR TYPE A AND C
GUARDRAIL

DASHED LINES INDICATE ADDITIONAL TERMINAL
SECTION REQUIRED FOR TYPE B GUARDRAIL

GUARDRATL

3u
8

63"

Y

6/ -3"

12 GAUGE BEAM

Py N—

I 12" LONG SECTIDON OF BEAM (BACK-UP PLATE)
[} BETWEEN BEAM AND BLOCK AT ALL NON-SPLICE
POST.

BEAMS LAPPED IN
DIRECTIGON OF TRAFFIC

TERMINAL AND INTERMEDIATE POST SHALL BE
THE SAME LENGTH AS THE LINE POST. HEIGHT
OF POST NOS. 1.2, & 3 SHALL BE VARIED TO
MEET EXISTING CONDITIONS AND TO PROVIDE
SLOPE TRANSITION.
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BOTTOM OF BEAM TO CONTACT
GROUND AT HIGH SIDE OF SLOPE
(SEE END VIEW OF TERMINAL POST)

END SECTION
REQUIRED
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(1) THE CONTRACTOR MAY AT THEIR OPTION, FURNISH
EQUIVALENT SECTIONS FABRICATED FROM MATERIAL
MEETING AND IN ACCORDANCE WITH THE REQUIRE-—

MENTS OF ASTM A769., GRADE 36 OR 40. THE
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LOCK WASHERS

SECTIONS SHALL BE GALVANIZED AFTER FABRICATION
IN ACCORDANCE WITH THE REQUIREMENTS OF AASHTO M111
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SIDE VIEW

- ALL WELDS AS SHOWN.
CONNECTORS WILL BE CONSTRUCTED OF 4” X3 BAR.

ALL HOLES IN CONNECTORS WILL BE g”.
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END VIEW

DETAIL OF TERMINAL POST CONNECTOR

CONNECTOR FOR POST NO.3

AS AN ALTERNATE TO ALL WELDED JOINTS THE CONTRACTOR
WILL BE PERMITTED TO BEND CONNECTORS AND WELD MINIMUM
OF ONE JOINT A.

DETAIL OF INTERMEDIATE
POST CONNECTORS

MISSOURI HIGHWAYS AND TRANSPORTATION
COMMISSION

TERMINAL SECTION

DATE: EFFECTIVE: 06-01-2006

606.30E




